
Photometric Measurements
Photometrische Messungen I Mesures Photométriques 
Medicones Fotométricas 
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Luminous flux
Chromaticity
coordinates CCT Ra
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 32.8° 

Field angle 
(1/10 peak): 65.6°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

32.8° 65.6°30°
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 65.4° 

Field angle 
(1/10 peak): 114.6°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 84.3° 

Field angle 
(1/10 peak): 123.8°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

70° 123.8°84.3°
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 16.1° 

Field angle 
(1/10 peak): 16.6°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

16.1° 16.6°19°
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 24.2° 

Field angle 
(1/10 peak): 41.3°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

24.2° 41.3°No Filter
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 26.8° 

Field angle 
(1/10 peak): 50.0°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

25° - 55° 
Horizontal
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 59.3° 

Field angle 
(1/10 peak): 95.8°

Distance (m) 1 3 5 10 20 Light distribution curv 0.1 0.5 1

25° - 55° 
Vertical

95.8°59.3°

50.0°26.8°
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Chromaticity coordinates 

x 0.240  y 0.236 - Full on

x 0.662  y 0.295 - Red

x 0.172  y 0.630 - Green

x 0.160  y 0.033 - Blue

x 0.286  y 0.329 - White 

x 0.409  y 0.399 - 3200K

x 0.321  y 0.332 - 5600K7
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Color Evalua�on Sample
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3200K 
Television Lighting
Consistency Index-2012
CCT = M3487 (+0.5)
TLCI-2012: 28 (M3487)
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1 12 Approx. limits for sources on the 
Planckian locus.

Approx. limits for practical 
light sources.
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1 12 Approx. limits for sources on the 
Planckian locus.

Approx. limits for practical 
light sources.
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TM-30-15 Rf 81
Rg 109

5600K 
Television Lighting
Consistency Index-2012
CCT = D6028 (-0.5)
TLCI-2012: 78 (D6028)
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